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Networks, Statistics, Artificial Intelligence and Fuzzy Logic have more or less indepen-
dently developed very similar modelling methods, calling them Local Model Networks,
Operating Regime based Models, Multiple Model Estimation and Adaptive Control, Gain
Scheduled Controllers, Heterogeneous Control, Mixtures of Experts, Piecewise Models,
Local Regression techniques, or Tagaki-Sugeno Fuzzy Models, among other names. Each
of these approaches has different merits, varying in the case of introduction of existing
knowledge, as well as the case of model interpretation. This book attempts to outline much
of the common ground between the various approaches, encouraging the transfer of ideas.

Recent progress in algorithms and analysis is presented, with constructive algorithms
for automated model development and control design, as well as techniques for stability
analysis, model interpretation and model validation.

OVERVIEW OF THE BOOK

Part | - Basic principles

“The editors introduce the basic ideas of multiple model approaches in Chapter 1, where the
existing paradigms for the application of multiple model and operating regime approaches
to nonlinear modelling, identification and control are explored. The chapter also provides
a survey and overview of the state of the art in terms of procedures, algorithms and tools
for visualisation and interpretation

Part Il - Modelling

Part 11 of the book deal inantly with modelling methods and applications, including
methods for estimation and experiment design.

In Chapter 2, Babuska and Verbruggen describe the Takagi-Sugeno fuzzy model, used as
an interpolating scheduler for a set of multiple linear models which are valid locally around
certain operating conditions. The antecedent of the fuzzy rule provides the local region and
the interpolating mechanism, while the consequent is the locally valid model. The difficult
task of learning the antecedents and consequents from data is reviewed and a construc-
tive approach incorporating fuzzy clustering is developed. The identification methods arc
demonstrated using experimental data from problems in biotechnology and medicinc.

Gollce, Hunt, Donaldson and Jarvis show in Chapter 3 that nonlincar models based on
multiple local ARX models are able to capture the nonlinear tin
with electrically simulated muscles, and provide high accuracy over a wide range of input
signals. This chapter is an interesting example of local methods being applied o a prob-
lem which has been studied intensively with a variety of complex mathematical modelling
techniques, and comparing well. The identification methods used are those from Chapter 7.

“The “functional state’ approach described by Halme, Visala and Zhang in Chapter 4 uscs
a discrete representation to describe the current ‘functional state’ of the system. This con-
ceptis close to the idea of an operating regime, and cach functional state has an associated
local model. A finite state automaton is used to describe the possible transitions between
operaing regions of dynamical processs, and mul-layer perceptzon neural networks with
L transitions b ‘The conceptisillustrated
by experiments with a two-tank problem, and a fermentation process.

In Chapter 5 Meili and Jordan review the Mixture of Experts model structure and extend
it to a Markov Mixture of Experts, where a Markov graph is used to define the transitions
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Figure 1.7 Operating regimes for batch fermentation reactor.

Similarly, the flow-rate term g in (1.2) can also be decomposed. The uptake of oxygen
will depend on the ion, stiring and other fluid d phenomena that
in turn may depend on the concentration of cells, since it affects the viscosity and other key
propertics.

Process operator heuristics

Consider a polymerisation reactor where the operator determines the feed (monomer) flow-
rate (Sugeno and Yasukawa 1993). The operator’s control procedures can be represented
as a set of heuristic rules such as

IF (monomer concentration is high)
AND (monomer concentration is increasing)
AND (monomer feed-rate is low)
THEN monomer flow-rate set-point is small.

‘The premise of this rule clearly determines a set of operating conditions that can be viewed
as an operating regime. In (Sugeno and Yasukawa 1993),six control rules are identificd on
the basis of the observed behaviour of the operator.

123 Fundamental properties

The local versus global dilemma

Nomatter what underlying model or controller representation one chooses, e.g. state-space
or input-output, lumped or distributed, discrete-time or continuous time, the nonlincar
model or controller development will typically involve the specification of one or more
nonlinar functions. Examples of such functions can be the dependence of the gain on cer-
tain process variables, or relations that can be linked to physical phenomena like chemical
reactions. The core of the operating regime based approach is to decompose the domain
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botween malile models i th ysem. This s imilar n many ways o te uncionl sate

hapter 4, bu this time placy framework where the
ransitions are described by a Markov model. The mclhod is applicd to fine motion control
in robotics.

In Chapter 6 by Cohn, Ghahramani and Jordan, experiment design with the mixture of
Gaussians model representation is studicd. Local representations make it easier to produce
local confidence limits, which can be used as the basis for an active learning algorithm,
where the optimal search for new data can be guided by the model structure. Robotics
simulations arc used to illustrate the ideas. This chapter also, as with Chapter 5, gives useful
insight into the probabilistic interpretation of multiple model approaches. The Expectation
Maximisation algorithm is used for learning — this is also studied in Chapter 7. A further
interesting aspect of the representation used in this chapter is that multiple local models
are used to represent the joint input-output density of the data, which does not distinguish
between inputs and outputs, unlike the other approaches which explicitly represent input-
output or input-state mappings.

In Chapter 7, Murray-Smith and Johansen show that the commonly used global least
squares method for parameter identification in multiple local models can be very sensitive
and lead to ill-conditioning. They propose a cheaper locally weighted least squares iden-
tification method as a solution. The interactions between model structure and parameter
identification methods are discussed — this theme reappears in several other chapters. The

illustrate technique, which
can be applied to other frameworks.

Chapter 8, by Shorten and M f the side-effects of basis func-
tion chi sedin functions in local model and

control structures to ensure that the operating range is completely covered. Normalisation
also appears naturally in fuzzy and probabilistic representation of the weighting functions.
Normalisation has a number of side-effects which alter the global properties of the model or
controller, with respect to robustness and interpretability. These become especially impor-
tant when automatic learning algorithms are used to adapt the basis functions. As well as
the graphical and intuitive explanations of the side-cffects, the chapter also describes some
mathematical tools which can help gain a deeper understanding of the trade-offs involved.

Part 11l - Control

Part 11l of the book is dedicated to applications of multiple model methods for nonlinear
control.

In Chapter 9, Kuipers and Astrom present methods for developing a nonlincar controller
by combining multiple heterogencous local control laws appropriate to different operating
regions. Operating regions are described using fuzzy set membership, as in Chapter 2, but
the local controllers can be classical control laws with their own internal states. Qualitative
simulation is suggested as a method for validation of the global behaviour of the hetero-
geneous controls. Some aspects of the control law can, even in the case of incomplete
knowledge, be represented as a qualitative differential equation, and qualitative simulation
can be used to predict the possible behaviours of the system. The methods are demonstrated
on a water level controller and a highly nonlinear chemical reactor.

In Chapter 10, Sbarbaro uses operating regime based models with multiple local
Laguerre models for identification and control. Local Laguerre models potentially have
advantages over the more common ARX local model as they can cope more easily with
uncertainty in time delays and model orders. The method is compared in a simulation of a
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Figure 1.8 Function approximation

g local models. The dashed-dotted curve is the
fid i e )

s focal
constant functions, part b) applies local linear functions, while part c) applies local quadratic
functions.

of functions into operating regimes and the design of simpler functions that are adequate
approximations to the relationships we want to model within their respective operating
regimes, sce Figure 1.8. Obviously, there is a trade-off between the number and size of
the operating regimes on the one hand, and the complexitics of the local models on the
other. For instan have only one large operating regime that covers
the full range of operation. The corresponding local model must typically be complex,
since it is actually the global model. In general, a decomposition into a few ‘large’ operat-
ing regimes will require more complex local models than a decomposition into numerous
‘small” operating regimes, see Figure 1.8b) and c). On the other extreme, onc can have
a very fine partitioning into operating regimes based on a large number of characterising
variables. In this case, the functions we are representing can be approximated by constant
values locally, sce Figure 1.8a).

Provided the functional relationship we want to approximate is smooth, it should be in-
witively clear that approximations based on operating regimes and local models can be
made arbitrarily accurate cither by making the decomposition into operating regimes suffi-
ciently fine, or by making the local models sufficiently complex. This s studied in detail by
(Johansen and Foss 1993a), sec also (Johansen 1994c) for some slight improvement. Ex-
plicit bounds on the approximation error as a function of the regularity (smoothness) of the
underlying function, the granularity of the decomposition, and the complexity of the local
models are given. Moreover, it is shown that any continuous function can be approximated
10 arbitrary uniform accuracy this way using polynomial local models of arbitrarily low or-
der (ke lincar or constant local approximation) on a compact domain. Similar bounds and
approximation results are given by (Omohundro 1987, Kosko 1994, Zeng and Singh 1994)
As mentioned above, these resuls are quite intuiive and can almost be seen without any
mathematical proof.
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CHAPTER ONE

The Operating Regime Approach to
Nonlinear Modelling and Control

TOR ARNE JOHANSEN and RODERICK MURRAY-SMITH

g

Multiple model approaches have appeared more o less independently in several branches
of science and engincering, disguised in different terminology. The purpose of ths chapter
is to introduce the basic ideas of multiple model approaches, focusing on their similarities
rather than their differences.  Existing paradigms for the application of multiple model
and operating regime approaches 10 nonlinear modelling, identification and control are
explored. A survey and overview of the state of the art in terms of procedures, algorithms
and 100ls for visualisation and interpretation are also provided.

11 INTRODUCTION

Technologial developmentis stadily incrcasing the compleity ofprocess plants, vehicles
and other tems, and th
awareness of the need for practical approaches which can be used o aid engineers (o better
understand and perform such mmpmx modelling and control tasks.

These highly complex systems bya of, which
are strongly coupled and have a wide operating range, among other factors. However,
despite the increasing mathematical sophistication of research in modelling and control
over the last decades, and the greater use of powerful computing facilities, many of the
advanced methods have not been regularly applied to real problems under normal working
conditions. This is often because of the theoretical sophistication required to understand the
methods. Hence, if we want to deal with complex high-dimensional, coupled, nonlinear and
non-stationary systems, lomorrow’s automatic control systems must be more autonomous,
robust, intelligent and user-fricndly. However, dealing with complexity is obviously an
inherently difficult problem, by the very definition of the word. The principle of incompati-
bility (Zadeh 1973) tries to make the 1mphcmllnm of complexity more prcise As the con-
plexity of asystem increases, our et significant
is behaviour diminishes unil  theshold is reached beyond which precision and ugmﬁ
cance (or relevance) become almost mutually exclusive characteristics. A consequence of
this principle is obviously that models and analysis of complex systems will be less precise
than for simple systems. A further consequence is that one should perhaps look for other
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model representations and tools that can make use of less precise system knowledge than
the traditional approaches which worked well for low and medium complexity modelling
and contro problems i the past. This is indeed the rend in the arca of intelligent control
where fuzzy logic, qualitative modelling, neural networks, expert systems and

reasoning are being explored, e.g. (Astrom and McAvoy 1992, Antsaklis etal. 1991, Astrom
et al. 1986).

In everyday life, as well as in solving engincering problems, the standard approach to
complex problem solving is the divide-and-conquer strategy: A complex problem is some-
how partitioned into a number of simpler subproblems that can be solved independently,
and whose individual solutions yield the solution of the original complex problem. The key
to successful problem solving with this approach is (o find suitable axes along which the
problem can be partitioned. In this work we will focus on one approach to the decompo-
sition of modelling and control problems that has recently attracted significant attention,
namely operating regime decomposition.

‘The core of his to make use of a partitioning of
range of the system in order to solve modelling and control problems. The operating regime
approach thus leads to multiple model or multiple controller approaches, where different
local models or controllers are applied under different operating conditions, sce Figure 1.1.
‘The supervisor (or scheduler) will coordinate the local models or controllers. This coordi-
nation may include selection of a single one, or combining the actions or parameters of a
number of local models or controllers.

‘The operating regimes can often be characterised by different sets of phenomena or be-
haviours of the system. behind is basically that th
of local models (or controllers) is simpler because the interactions between the relevant
phenomena in each operating regime are simpler locally than globally. For instance, if the
em phenomena or behaviour change smoothly with the operating point, then a linear
‘model (or controller) will always be sufficient locally by making each operating regime suf-
ficiently small, even though the system may contain complex nonlinearities when viewed
globally. Other motivations for operating regime approaches include:

‘The model/controller structure is easy to understand and interpret, both qualitatively
and quantitatively, and the approach has its roots in traditional engineering methods
Various types of knowledge can be incorporated and integrated within the framework,
including qualitative knowledge, empiricism, measured data and available models.
Operating regime based modelling is closely related to grey-box modelling.

Reduced computational complexity compared 10 other nonlinear methods.

Chapter overview

In the remainder, we will discuss this approach in some detail. In section 1.2 the funda-
mentals are introduced and numerous simple cxamples are given. Next, in section 1.3, a
broader perspective is taken, and the operating regime approach is seen in relation to other
approaches. Details on the available algorithms, procedures and tools for operating regime
based modelling and control can be found in sections 1.4 and 1.5, respectively. Further
details on analysis, validation and interpretation can be found in section 1.6. Finally, some
concluding remarks are given in scction 1.7.
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The curse of dimensionality

An inherent problem with all function approximation approaches that are based on parti-
tioning of the function’s domain is the curse of dimensionality: With an increasing number
of variables on which the function depends, the number of partitions required in a uniform
partitioning will increase exponentially. Consequently, a uniform partitioning is undesir-
able and unrealistic for anything else than low complexity problems (Fricdman 1991). For-
tunately, a uniform partitioning is usually not necessary. The reasons for this are diverse:
B First, the required accuracy of the model or controller may be significantly higher in
some operating regions than in others. For instance, in some regions it may be nccessary
1o have an accurate model or controller in order to optimise the control performance,
while in other regions there are other criteria which are important. Fulfilment of these
criteria need not always require an accurate model o controller.

Second, in a dynamical system a large fraction of the state-space will typically be in-
feasible, in the sense that the system can never be in these states because they are not
compatible with the physics of the system.

“Thirdly, if the local models or controllers are sufficiently complex, they will typically
describe the system adequately along certain axes, while inadequately along other axes.
Itcan be seen that it is sufficient to further decompose into operating regimes only along
those axes which are inadequately described by the local model or controller (Johansen
and Foss 1993). This is a major advantage over simpler partitioning approaches that
apply very simple local models (such as radial basis function and wavelet scries expan-
sions).

Finally, the complexity of the system is typically not uniform. Hence, sometimes a
simple local model or controller will be sufficient in a large operating regime, while
in other cases a more complex local model or controller may be necessary in a smaller
operating regime.

D of a simple if ion of the operating range is often diffi-
cult. Prior knowledge about the system, or careful examination of large amounts of empir-
ical data i the key to achieving this goal. Hence, the curse of dimensionality can often be
“warded off", at least to some extent.

Reducing the dimension of the scheduling variable

Consider the development of a model of the form

= fxw
Itis casy to see that such a model can always be written
X = al,u)+ Al wx + B(x, wu, (1.3)
which is a form that emphasises the close relationship to linear models of the form
X = a+Ax+Bu (14)
and quasi-linear models of the form
& = a@+A@x + B@u. (15)

By comparing (1.3) and (1.5) we observe that the variable z clearly should depend on x and
u. Suppose we decompose the operating range into a number of operating regimes where
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linear transfer function models which arc reasonable descriptions of the system only within
some small operating regimes. Again, these local models can be combined using some
‘weighting function into a globally accurate model.

Modelling the longitudinal dynamics of a car

The specd (v) of acar can be described by a dynamic model that takes into account variables
such as gear position (g) and throttle angle (@):

vy = fl@—D,al-1),g0-1)

‘The dynamics of a linearised model

Av(t) ayAv(t — 1) + bjAa(t — 1) (1
will obviously depend on the gear position, but also on the throtile angle (due o e.g. the
nonlinear engine characteristics) and the speed (due (o e.g. rolling and drag forces). A
model could be based on the operating regime decomposition in Figure 1.5 and local linear
models of the form (1.1). A complete cxample can be found in (Hunt et al. 1996a)

Gear Position

4 Regime §
3 Regime 7
2

Regime 6
1 Regime | Regime §
. Throule angle
0%

100%

Figure 1.5 Operating regimes for a vehicle.

A nonlinear semi-mechanistic model

Consider a chemical reactor where a set of chemical reactions take place. A mechanistic
model typically consists of mass and energy balances. The structure of the balance equa-
tions can typically be developed quite casily. The main problem of modelling such systems
is to specify how the reaction-rates, mass-transfer coefficients, enthalpics and other model
variables depend on the system’s state. This typically requires a good understanding of
the reaction kinetics, thermodynamics, fluid dynamics, mass- and heat-transfer phenomena
present in the reactor. If such knowledge is unavailable or only qualitative knowledge about
these phenomena is present, the use of operating regime based approaches can be used (o
formulate a semi-mechanistic model of the reactor. To illustrate this, let us consider a spe-
cific reactor, namely a semi-batch fermentation reactor where the fermentation of glucose
10 gluconic acid takes place, Figure 1.6.
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chemical reactor using a model predictive control algorithm.

Chapter 11 by Schott and Bequette describes multiple model adaptive control (MMAC),
which is a classical model-based control strategy. Multiple models arc used and a proba-
bilistic weighting chooses which model or combination of models best represents the cur-

i theory, including model bank
estimation and control, and describe applications to biomedical control problems.

In the work presented by Baneree, Arkun, Pearson and Ogunnaike in Chapter 12, the
composition of multiple linear state-space models is described as a parameler-varying
model. The parameters of the global model are the local model weights which are estimated
on-line using a Bayesian approach similar to Chapter 11. A globally stable controller com-
posed of multiple local linear controllers is then designed for the linear parameter varying
model using Heo design based on Lincar Matrix Incqualities. The theory is applied to a
simulated chemical reactor.

Zhao, Gorez and Wertz present in Chapter 13 a method for identification and structured
analysis and design of Takagi-Sugeno fuzzy models and controllers. The Takagi-Sugeno
fuzzy model is based on multiple local linear state-space models that are weighted using
fuzzy membership functions. An identification method based on fuzzy clustering (see also
Chapter 2) is presented and experimental results from application on a glass furnace are
included. The control design method guarantees stability and robustness propertics. The
‘methods are based on modern tools such as Linear Matrix Inequalitis, being closely related
1o Chapter 12. Simulation examples are used to illustrate the methods.

We hope that this book will bring to a wider audience the progress being made in both
practical and theoretical use of the multiple models philosophy, and that the workers in
the field will be able to gain a deeper understanding of the relations between the different
existing approaches, and tools.

RODERICK MURRAY-SMITH
Berlin

TOR ARNE JOHANSEN
Trondheim
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the system is described by linear models of the form (1.4). From (1.3) it is evident that
the linearised model's parameters depend on the operating point. However, by a possible
change of variables it is clear that under some conditions, one can find a characterising
vector z satisfying

a(x,u) =a(2), Alx,u)=A@), Bx,u)=B(),

‘which contains fewer elements than the total number of elements in x and « (Johansen and
Foss 1993a). I lar, if only an del is sought, then this reduction in di-
mension can be significant, and the curse of dimensionality can be reduced directly. The use:
of prior knowledge about the system 10 reduce the effects of dimensionality is a recurrent
theme throughout this work. How can we define modular or hierarchical structures which
produce the right level of local complexity needed to model or control the real system?

Example of dimension reduction

As an example of the above considerations, consider the fermentation reactor described in
section 12.2. A mass balance is

ho= plxe, xs)x,

X v(xax —kixa,

Bo= ko,

do= —haplxe xs)ln — kev(xex,

s = ks(x§ — xs) — kev(xa)xy — kypu(xa, x5)x1,

where x, is the cell
concentration, x4 is glucose concentration and xs is dissolved oxygen concentration. The
functions (parameters) 1, v, and ki, .., k7 depend on temperature and pH in addition to
the states as written above. This fact follows directly from an examination of the reaction
mechanism and basic principles of chemical reaction kinetics (Bailey and Ollis 1986). We
clearly sce that with local linear state-space models, then the operating regimes can be char-
acterised by z = (x4, xs) in addition to pH and temperature. Hence, the number of variables
needed to characterise the operating regimes is reduced from seven to four - a significant
improvement
Such knowledge-based reduction of model complexity is fundamental to the approaches
proposed in this book, and will appear in a number of guises, from the analysis of statistical
i hierarchical i ks of tofuzzy
Togic rule bases.

1.2.4 Combining local models and controllers

Having partitioned the problem and developed a number of operating regimes and local
models or controllers within cach operating regime, the natural question is how to recom-
bine the submodels - i.e. when and how to “switch™ between the local models or controllers.
In the discussion above we have not paid any attention o possible problems related to over-
lap between the operating regimes: for some operating conditions there may exist several
local models that are partially relevant. Also, we have not argued whether there should be a
sudden switching between the local models, or if there should be a smooth transition. The
purposc of this section is to address these questions.
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OXYGEN supply
]

Figure 1.6 A fermentation reactor.

‘The main overall reaction mechanism can be described by

Cells + Glucose + 0, = More Cells

Glucose + 0 I Gluconolactone

Gluconolactone + H,0  —  Gluconic Aci

he st raction i the reroducion f cels, consuing th subszate glucose and oxygen.
The second reaction again consuming
gen. This reaction is enzyme-catalyzed by the cells, while the final product, gluconic acid,
i formed by the last reaction.

Let x be the state vector that contai cells, glucose,
gluconic acid, and oxygen. A mass balance can be written in the form

X = r(x,T,pH)+q(x), 1.2

where r(x, T, pH) is a vector of reaction rates, g (x) is a vector of flow-rates that describes

the uptake of oxygen, and T is temperature. An examination of the reaction mechanism

(Johansen and Foss 1993b) reveals that the operation of the reactor can naturally be de-

composed into four operating regimes:

1 Initial regime when it is the number of cells that limits the chemical reactions. Only
the first reaction will be significant.

2 Growth regime when all reactions proceed at a high rate, limited only by the oxygen
supply. All reactions will be significant.

3 Growth termination regime, characterised by shortage of glucose which limits the
reaction rates.

4 regime when all glucose-c reactions have terminated, and it is

only the production of gluconic acid that is sigaificant.

‘These operating regimes can for instance be characterised in terms of glucose and oxygen
concentrations, sce Figure 1.7. Within cach operating regime the dynamics of the reactor
can be described by lincar differential equations with high accuracy, if the dependence on
temperature and pH are neglected. Otherwise, one must decompose the regimes further on
the basis of these variables, or apply nonlinear local models which take these dependences
into account.
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Figure 1.3 A nonlinear PID-like controller is designed by patching together local linear PID
controllers.

A nonlinear PID-like controller
Suppose we want to design a nonlinear PID-like controller of the form

g d
un) = Kyame@) + Ak\!)dHTAz(I))Zk(I)V

Tiz(1)

where the gain K, integral time 7; and derivative time T, are functions of the system's
operating point 2(1). In standard PID controllers these functions are all constant, and there
exist numerous design procedures which guarantee that various stability, performance and
robustness specifications are met, e.g. (Astrom and Higglund 1988). Of course, with the
nonlinear PID-like controller above, the design problern is much more diffcult, However,
the operating regime based approach offers an engineering-friendly solution to this design
problem. One can for instance design a number of standard linear PID controllers to meet
the desired stability, performance and robustness criteria locally when the system is oper-
ating in neighbourhoods of some selected operating points 1, 22, ...y,

ut) = K@+ /g(:)dwf,}%e(z;, when z(1) is close to z;,

o

fori see Figure 1.3. Designing such local PID-controllers is often simpler
than approaching the nonlinear PID-control design problem directy, even f a nonlincar
dynamic model of the system exists. In addition, we need an algorithm for combining or
switching between the local PID-controllers. For instance, a weighting of the local PID-
parameters as a function of the operating point p; (2(1)):

ut) = L (K () + L/ e(n)dt + T,’%e(r)) piz(t)),

KGo) = Y Kp),
=
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It was in response to these exciting new developments that the present book series of
Systems and Control was conceived. I publishes high-quality research texts and reference
works in the diverse areas which systems and control now includes. In addition to basic
theory, experimental and/or application studies are welcome, as are expository texts where
theory, verification and applications come together to provide a unifying coverage of a
particular toic or topics.

“The book series itself arose out of the seminal text: the 1992 centenary first English
translation of Lyapunov’s memoir The General Problem of the Stability of Motion by
A.T.Fuller, and was followed by the 1994 publication of Advances in Intelligent Control by
C.J. Harris. Since then a number of ttles have been published and many more are planned.
A full list s given below.

Advances in Inelligent Control, edited by C. J. Hartis
Intelligent Control in Biomedicine, edited by D. A. Linkens
Advances in Flight Conirol edited by M. B. Tischler

Forthcoming
Sliding Mode Control: Theory and Applications, by C. Edwards and S. K. Spurgeon

Neural Network Control of Robot Manipulators and Nonlinear Systems, by F. L. Lewis,
S. Jagannathan and A. Yesildirek

Generalized Predictive Control with Applications to Medicine, by M. Mahfouf and D. A. Linkens

Control of Linear Multivariable Systems with Saturating Actuators, by Z. Lin, A. Saberi and
P. Sannuti

A Unified Algebraic Approach to Linear Control Design, by R. E. Skehion, T. Iwasaki and
K. Grigoriadis

Sliding Mode Control in Electro-Mechanical Systems, by V. 1. Utkin, J. Guldner and J. Shi
From Process Data to PID Controller Design, by L. Wang and W. R. Cluett

E. ROGERS
J. O'REILLY
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Hard partitions and discrete logic

The basic idea of discrete partitions is that at cach operating point, exactly one local model
or controller is chosen as a deterministic function of the operating point. This is often re-
ferred to as mode switching (Hilhorst et al. 1991, Hilhorst 1992, Soderman et al. 1993), or
piccewise models and controllers (Opoitsev 1970, Dorofeyuk ef al. 1970, Kasavin 1972,
Rajbman et al. 1981, Bellman 1961, Haber ef al. 1982, Omohundro 1987, Billings and
Voon 1987, Farmer and Sidorowich 1987).
Related to the fermentation example decomposition in Figure 1.7, this means that the
partition based on glucose concentration splits the set of operating points into (wo pars,
whether is beloy that defines
the boundary between low and high glucose concentration, see Figure 1.9.

Glucose
Concentration
Initial
Growth Regime
Regime
Growth Termination
Termination Reg
fis egime

Dissolved Oxygen
Concentration

Figure 1.9 Rough decomposition of the operation of a fermentation reactor on the basis of
two variables.

Convenicnt frameworks and representations that can be applied to describe such model
or controller behaviour include decision trees (Breiman efal. 1984, Stromberg et al. 19915,
Sanger 1991b), discrete logic, expert systems, and hybrid systems (Barton and Pantelides
1994, Pettt and Wellstead 1993, Bencze and Franklin 1995, Simonyi et al. 1989, Kon-
stantinov and Yoshida 1991, Konstantinov and Yoshida 1989) as well as variable structure
systems (Utkin 1977, Badr et al. 1991). The representation in Figure 1.7 is essentially a
decision tree. A discrete logic o expert system equivalent would be a number of logical
statements of the form

IF glucose concentration IS HIGH, (1.6)
AND dissolved oxygen concentration is low,
THEN the system is operating in the Growth Regime.

In practice, such operating regime based models and controllers can be implemented using
anything from simple programmable logic systems to sophisticated expert systems. A su-
pervisory system based on discrete logic that lies on top of the traditional control system to
handle vari i shutdown, exception and h

is the standard approach to dealing with wide operating range plants in industry.
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Modelling and control of nonlinear dynamical systems is one of the most challenging areas
of system theory. A great deal of recent rescarch activity has focused on approaches such as
neural networks and fuzzy logic. Much of this work on identifying nonlinear input-output
models was, however, based on architectures and approaches which provided little insight
into the underlying data generating process (the so called transparency problem). These
methods were also not ideally suited for adaptive control applications where tracking of
non-stationary plant behaviour is necessary.

For ‘intelligent” modelling and control methods to make a practical contribution to real
problems they should fulfil a number of requirements. They should be able to work onlinc,
with provable convergence (in lcarning) and provide a framework for analysing system
stability. It is important that these methods are parsimonious, in that they should have
ood regularisation characteristics which lead to models which have low complexity and
are therefore easier (o interpret. Morcover, it must be feasible to implement them in real
systems, and it should be easy to incorporate both mechanistic and rule-based or symbolic
apriori knowledge into the learning schema.

In this regard basic research into local approaches to modelling and control, includ-
ing classical control approaches, statistical methods, neuro- and fuzzy architectures (c.g.
lines and Radial Basis Function networks) has shown substantial progress in recent
years. In this book, these issues are addressed by authors who have made a substantial
contribution towards resolving the problems. Many chapters are concerncd with the use
of local models and controllers which are parameterised by operating point conditions as a
means of exploiting classical linear control methods for resolving global nonlinear control
and modelling problems. This approach has been previously successfully exploited as an
effective means of providing smooth bumpless control. The book provides a very effective
and comprehensive coverage of current research in this area and provides in the opening
chapter a welcome architectural viewpoint that integrates these apparently disparate ap-
proaches. The different methods include probabilistic interpretations, such as Jordan’s mix-
tre of models, fuzzy interpretations of local model methods, and Kuipers” and Astrom’s
heterogeneous models.

Specialised topics in identification are included, e.g. the application of construction al-
orithms o model structure identification is analysed, active learning i used, identifcation
methods are interpreted, and there is a specialist chapter on the normalising effects of ba
functions. These effects have been observed before in neurofuzzy systems (the partition
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Assume the modelling problem is a static function approximation problem, where lo-
cal approximations fi, fa. ... £, are known for each operating regime. The operating
regimes must form a complete partition of the operating range, and they must not overlap.
‘The global approximation s then the piecewise approximation

fw =Y fiomw,
=

where ;i the characteristic function for the set of points that defines the operating regime
with index i.

Finite state automata

Switching between the operating regimes can also be described using a finite state autom-
ton. A finite state automaton consists of a i ber of discrete states, each

ing to an operating regime, or a functional state (Halme 1989, Branicky 1994, Zhang et
al. 1994), se also Chapters 4 and 5. Transition between discrete states is described by a
discrete state transition function. Suppose that within each discrete state the dynamics are
described by difference equations. This leads to the hybrid model

g+ 1) =A@, x(0),u), ()]
X4+ = fon&®,u), (1.8)

where x is the continuous state and g is the discrete state. The deterministic function A
represents the discrete state transition function.

Soft parttions and fuzzy logic

In some cases it may not be natural to have a sudden change between operating regimes.
‘This may for example be the case when the operating regimes are characterised by differcnt
behaviours or mechanisms which change gradually as the operating point moves between
different operating regimes. Most physical phenomena have this property. In such cases
one can describe the operating regimes as overlapping sets and implement a smooth deter-
ministic transition between them.

Consider again the decomposition described in Figure 1.9. We would like to represent
that the boundary between the operatng regimes characterised by low and high glucose

is soft. Hence, when th on is near bound-
ary between low and high glucose concentration, then a blend of both local models or con-
trollers is applicd.

Frameworks that can be applied to describe such soft boundaries between operating
regimes include fuzzy sets and fuzzy logic (Zadeh 1973, Takagi and Sugeno 1985) and
interpolation methods (Stokbro ef al. 1990, Jones and co-workers 1991, Johansen and
Foss 1993a). Fuzzy sets are characterised by gradual membership and are a very natural
way of describing an operating regime. In fuzzy logic, the logical statement (1.6) s inter-
preted in terms of fuzzy sets definitions of the terms HIGH and LOW, see Figure 1.10. The
theory of fuzzy logic also defincs natural ways of making inference on the basis of such a
rule-base. The resulting infercnce mechanism (Zadeh 1973, Takagi and Sugeno 1985) can
be viewed as an interpolation algorithm that gives more or less weight on the local models
or controllers in the different operating regimes, depending on the operating point.
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ACID flow

BASE flow

Figure 1.4 A pH neutralisation tank.

i ey
T ;T—,,P.(z(r)).

e
T@@) = Y Tip@).
=

hough all th i . design
criteria locally, extensive analysis or simulation must usually be applied to validate and
verify the global properties of the control system.

A nonlinear input-output model of a neutralisation tank

Consider, as a second example, a pH neutralisation tank where acid and base flows into a
stirred tank through pipes with valves, see Figure 1.4. The mixture exits through another
pipe. Suppose we select a nominal tank level, pH and flow-rates corresponding to an equi-
librium point for the tank. Exciting the system about this equilibrium point and collecting
experimental data, we can identify a linear transfer function model

PH(s) = I+nll(:).

where () i the flow-rat through the valv, pﬂu) isthe pH value n the tank, and s is the
complex variable in th anumber
of different nominal mk levels, pH and flow-rates corresponding (0 different cquilibrium
poins. Then identified values of K, 7 and T, would
depend on the pH value, and the time-delay would depend on the flow-rate, and the time-
constant would depend on both the flow-rate and the tank level. Hence, we have different
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Figare 1.1 The multiple model/controller approach. This is a general visualisation of the
methods described in this baok, where multiple sub-models or ~controllers are organised in
some way by a scheduling or gating block. Each method varies i the style of scheduling done,
the variables used for the scheduling, whether parameters or states are scheduled and in the
structures of the individual local models or controllers

12 OPERATING REGIME APPROACHES
1.2.1  The basics of the framework

Any model or controller will have a limited range of operating conditions in which it s suffi-
ciently accurate or performs sufficiently well in order to scrve its purpose. This range may
be restricted by several factors, such as validity of lincarisation, modelling assumptions,
stability propertics, or experimental conditions. A model or controller that s useful in a
region less than the full range of operating conditions is called a local model or controller,
as opposed 10 a global model or controller which is useful over the full range of operating
conditions. Of course, the ultimate goal is a global model or controller. However, we will
argue that in some cases it may be heneficial (0 achieve this goal by developing a number
of local models or controllers.

“The basis of the framework is a decomposition of the system’s full range of operation
into a number of possibly overlapping operating regimes, as illustrated in Figure 12. In
each operating regime, a simple local model or controller is applied. These local models
or controllers are then combined in some way 10 yield a global model or controller. Hence,
model or controller development within this framework typically consists of the following
tasks:
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of unity requirement), but their significance to local modelling is particularly valuable. A
number of chaptes e concerned with coirl, akresing locl model-based mm,um
such as the Takagi 22y controllers (cquivalent to operating point-d cal
lincar controllers), Mnllxplc Model Adaptive Control methods, as well as local appmnches
in combination with more classical methods such as Hag, and Laguerre polynomials. The
stability of these methods i also investigated. Several chapters include applications which
provide the reader with considerable insight into the practical implementability of these
ideas.

“The most valuable contribution of the book is that it brings together basically similar ap
proaches which have appeared in different felds. Local techniques for intelligent modelling
and control arc shown (o be a widely used approach with many practical advantages for
use in analysis and design of complex systems. This provides an important contribution
for rescarchers involved in nonlinear modelling and control, as the methods are casy to im-
plement, have a number of useful properties, are relatively transparent, and have the ablity
to incorporate a priori knowledge with measured data from a real process.

C. 1. HARRIS
Southampton University
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Control systems has along and di wradition ing back h
dynamics and stability theory. Its establishment as a major engincering discipline in the
19505 arose, essentially, from Second World War driven work on frequency response
methods by, amongst others, Nyquist, Bode and Wiener. The intervening 40 years has
seen quite unparalleled developments in the underlying theory with applications ranging
from the ubiquitous PID controller widely encountered in the process industries through to
high-performance/fidelity controllers typical of acrospace applications. This development
has been increasingly underpinned by the rapid developments in the, essentially enabling,
technology of computing software and hardware.

“This view of mathematically model-based systems and control as a mature discipline
‘masks relatively new and rapid developments in the genm\ area of rbust coneol. Here
intense research effort is being directed
which (at least) are robust to specified classes of plant unLcrlmmy One measure of this
effort is the fact that, after a relatively short period of work, ‘near world" tests of classes
of robust controllers have been undertaken in the acrospace industry. Again, this work
is supported by computing hardware and software developments, such as the toolboxes
available within numerous commercially marketed controller design/simulation packages.

Recently, there has been increasing interest in the use of so-called intelligent control
techniques such as fuzzy logic and ncural networks. Basically, these rely on learning (in
a prescribed manner) the input-output behaviour of the plant to be controlled. Already, it
is clear that there is little to be gained by applying these techniques to cases where mature
mathematical model-based approaches yield high-performance control. Instead, their role
is (in general terms) almost certainly going to lie in areas where the processes encountered
are ill-defined, complex, nonlincar, time-varying and stochastic. A detailed evaluation of
their (relative) potential awaits the appearance of a rigorous supporting base (underlying
theory and implementation architectures for example) the essential elements of which arc
beginning to appear in learned journals and conferences.

Elements of control and systems theory/engineering are increasingly finding usc outside
traditional numerical processing environments. One such general area in which there
is increasing interest is intelligent command and control systems which are central, for
example, to innovative and the of advanced
systems. Another is discrete event systems which mix numeric and logic decision making.
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Decompose the system’s full range of operation into operating regimes. This task
includes a definition of the full operating range, as well as the identification of variables
that can be used to characterise the operating regimes.

Select simple local model or controller structures within each operating regime. These
structures will often be determined by the relevant system knowledge that s available
under different operating conditions, as well as the intended purpose of the model or
controller.

‘The local model or controller structures are usually parameterised by certain variables
that must be determined.

A method for combining the local models or controllers into a global one must be
applied. Numerous approaches exist, and can be characterised according to determin-
istic vs. stochastic assumptions, soft or hard partitions etc

For practical problems it will not always be easy to find a natural sequence in which these
tasks should be approached. Several iterations of the same tasks are usually needed before
a satsfactory model or controller i found.

(Operating

Operating
Regime 4

Figure 1.2 foperating
regimes. These can then be used to represent the system using associated simple subsystems.
Much of this book is concerned with how to determine these regions, how to bring subsystems
together, and how to interpret the resulting systems.

2 Some introductory examples

Before we proceed, this section will let us give some simple examples of how operating
regime based approaches can be used to approach some nonlincar modelling and control
design problems. The more fundamental aspects of partitioning approaches will then be
discussed in section 1.2.3.
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WHY MULTIPLE MODELS?

“This book presents a number of approaches which produce complex models or controllers
by piccing together a number of simpler subsystems. This divide-and-conquer strategy is a
long-standing and general way to cope with complexity in engineering systems, nature and
human problem solving.

More complex plants, advances in information technology, and tightened cconomical
and environmental constraints in recent years have lead to practising engineers being faced
with modelling and control problems of increasing complexity. When confronted with such
problems, there is a strong intuitive appeal in building systems which operate robustly over
a wide range of operating conditions by decomposing them into a number of simpler lincar
modelling or control problems, even for nonlinear modelling or control problems. This
appeal has been a factor in the development of increasingly popular ‘local’ and multiple-
model approaches to mpmg with strongly nonlincar and time-varying systems.

Suchlocal ches are directly based on the divide-and-conquer strategy, in the sense
that the core of the representation of the model or controller s a partitioning of the system’s
full range of operation into multiple smaller operating regimes cach of which is associated
with a locally valid model or controller. This can often give a simplified and transparent
nonlinear model or control representation. In addition, the local approach has computa-
tional advantages, it lends itsclf to adaptation and learning algorithms, and allows direct
incorporation of high-level and qualitative plant knowledge into the model. These advan-
tages have proven (0 be very appealing for industrial applications, and the practical, intu-
itively appealing nature of the framework is demonstrated in chapters describing applica-
tions of local methods to problems in the process industries, biomedical applications and
autonomous systems. The successful application of the ideas to demanding problems is
already encouraging, but creative development of the basic framework is needed to better
allow the integration of human knowledge with automated learning.

‘The underlying question is *How should we partition the system — whatis ‘local’?". This
book presents alterative ways of bringing submodels together, which lead to varying lev-
s of performance and insight. Some are further developed for autonomous learning of
parameters from data, while others have focused on the case with which prior knowledge
can be incorporated. It is interesting to note that rescarchers in Control Theory, Neural






